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Setting up a Zebra S4M Printer

Zebra S4M Thermal Label Printer Setup

For assistance with loading labels and ribbons, please view the following video: S4M label and ribbon loading
1 INSTALL PRINTER DRIVERS – NOTE: this step may require “Administrator” rights on the PC or server where the driver is installed. 

A. Go to the Zebra Website – select Support & Downloads. Select Printer Support. 
B. Select the following:
Product Support: 
S4M Industrial Printer
C. Select Drivers.  Select the appropriate driver for your Operating System.  Once the driver has been downloaded, run the executable to install the driver.  

D. Select the folder you want to install the driver in and click Next.  You will see a confirmation screen.  If everything is correct click Next.

E. You will see an Information screen.  Click Next.   
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F. Once the applicable options are selected, click Finish.
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G. The Add a printer wizard will launch.  Click Next.

H. Select Install Printer.  Select ZDesigner S4M-203DPI (ZPL).  Click Next.
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I. Select the port the printer is attached to.  If this is a network attached printer select Add port and input the printer name or IP address and click OK.  Click Next. 

J. Uncheck the Font Downloader and Status monitor Checkboxes and click Finish.
YOUR PRINTER SHOULD NOW BE DISPLAYED IN YOUR (Win XP) “PRINTERS AND FAXES” OR IN YOUR (Win 7) “DEVICES AND PRINTERS” LIST.
2 SET-UP PRINTER DRIVER 
PAGE SETUP: Open S4M Printer Properties window:
Windows XP:  Click the Start and select Printers and Faxes. Right-click the printer and select Properties.

Windows 7:  Click the Start button and select Devices and Printers. Right-click the printer and select Printer Properties.

For other operating systems, consult your technical support.
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Define the new stock size(s). Click the Stocks tab and then click the New button. The following example is for 4 in. x 2 in. stock.  Adjust the settings for your particular stock size.
[IF APPLICABLE] Repeat the following steps to create new labels for all your IMPRESS stock sizes.  
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You should be back to the main S4M Printer Properties window.  Click the Advanced tab and then the Printing Defaults button.  Use the Stocks dropdown to specify the newly created Stock.  Click OK to save settings and exit Printer Properties.

3   Setup Adobe Page Settings

In the Adobe Print dialog box, the following Page Settings should be used when printing count-sheets or labels.  
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Click the Preferences button.





Click the General tab.





Click the New button.





Stocks tab.





Click the OK button. 





Enter the following:


Stock Name: IMPRESS 4x2


Width: 4.00 in


Height: 2.00 in


Left Exposed Liner 0.05 in


Right Exposed Liner 0.05 in





Click the Options tab.





Use the Stocks dropdown to specify the newly created Stock.


 



































Click the OK button
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